
Угловой кронштейн AXIS T91A64
Для монтажа на наружных углах.

AXIS T91A64 — это алюминиевый кронштейн для крепления сетевых камер Axis на наружных углах. Для монтажа также требуется настен-

ное крепление.

> Прочное и безопасное в установке решение.

> Возможна установка внутри и вне помещений.

> Поддержка сетевых камер Axis.

> Простота установки.

Спецификация



Угловой кронштейн AXIS T91A64

Общие характеристики
Максимальная
нагрузка

25 кг

Масса 1250 г
Место
установки

Для работы в помещении
Для уличного использования

Соответствие
стандартам

IEC 62262 IK10, EN 50581

Принадлежно-
сти в комплекте
поставки

Руководство по установке

Дополнитель-
ные аксессуары

Настенный кронштейн AXIS T91H61, крепление для монтажа на
стене или столбе AXIS T91L61, настенный кронштейн AXIS T91G61,
настенный кронштейн AXIS T91D61 1,5” NPS
Список дополнительных принадлежностей можно найти на сайте
www.axis.com

Гарантия 3-летняя гарантия Axis, см. www.axis.com/warranty

Экологическая ответственность: www.axis.com/environmental-responsibility

www.axis.com

©2017 Axis Communications AB. AXIS COMMUNICATIONS, AXIS, and VAPIX are registered trademarks or trademark applications of Axis AB in various jurisdictions. All other
company names and products are trademarks or registered trademarks of their respective companies. We reserve the right to introduce modifications without notice.
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